ASSA ABLOY VERSAMAX ICU
OVERHEAD CONCEALED FIXED SIDELITE TRACKLESS
UL 1784 SMOKE CERTIFIED NARROW STILE BI-PART SLIDING
DOOR SYSTEM

ASSA ABLOY ENTRANCE SYSTEMS
1900 AIRPORT ROAD
MONROE, NC 28110
PHONE: 1-866-237-2687
SPECDESK.NA.ENTRANCE@ASSAABLOY.COM

OVERHEAD SUPPORT REQUIRED

4 1/2" [114.3]
SHIM, CAULK AND USE APPROPRIATE FASTENERS

4 1/2" [114.3]

OVERHEAD SUPPORT REQUIRED

ACCESS COVER

CLOSED HEADER DESIGN TO REDUCE PARTICLE INFILTRATION TO ROOM

*SMOKE SEALS

CONCEALED SMOKESWEEPS

SECTION B-B

SCALE - 1:5

NOTES:
STANDARD PACKAGE CONSISTS OF:
· STANDARD FINISH:
  CLASS 1, .018MM, CLEAR: AA-M12C22A41
· NARROW STILE RAILS
· 1/4" GLASS TOPS AND BLOCKS
· NURSE ASSIST MAGNETIC CATCHES
· POSITIVE LATCHING
· CONCEALED SWEEP
· SMOKE RATED SEALS

OPTIONS AVAILABLE:
· SPECIAL FINISHES
· PACKAGE WILL ACCEPT UP TO 1 1/4" [31.8]
· INSULATED GLASS, SEE SHEET AA-13 FOR DETAILS
· 7" & 10" BOTTOM RAILS, SEE SHEET AA-14 FOR DETAILS
· MUNTINS, SEE SHEET AA-14 FOR DETAILS
· SELF-CLOSING, SEE SHEET AA-2 FOR DETAILS
· SEE SHEET OS-1 FOR ALL OTHER OPTIONS.

CONSULT FACTORY FOR ALL CUSTOM CONFIGURATION SIZES.

DOORS WILL BREAK OUT IN ANY POSITION

SECTION A-A

SCALE - 1:5

REFER TO RELEVANT [LOCAL, STATE, NATIONAL, OR AHJ] BUILDING CODE FOR MIN DOOR HEIGHT & MIN/MAX WIDTH ALLOWABLE FOR EGRESS REQUIREMENT IN CONJUNCTION WITH TABLE.

CONSULT FACTORY FOR ALL CUSTOM CONFIGURATION SIZES.

OVERALL FRAME WIDTH (A)
CLEAR DOOR OPENING WIDTH (B)
BREAKOUT OPENING (C)
ACTIVE & SIDELITE LEAF WIDTH (D)
ROUGH OPENING WIDTH (E)

MODEL NO.
VMS4FSL-10
VMS4FSL-12
VMS4FSL-14
VMS4FSL-16

DIMENSIONS FOR 1/4" [6.4] GLASS

1/4" [6.4] GLASS

OVERALL FRAME WIDTH (A)
CLEAR DOOR OPENING WIDTH (B)
BREAKOUT OPENING (C)
ACTIVE & SIDELITE LEAF WIDTH (D)
ROUGH OPENING WIDTH (E)

ASSA ABLOY
1900 AIRPORT ROAD
MONROE, NC 28110
PHONE: 1-866-237-2687
SPECDESK.NA.ENTRANCE@ASSAABLOY.COM

NOTES:
STANDARD PACKAGE CONSISTS OF:
· STANDARD FINISH:
  CLASS 1, .018MM, CLEAR: AA-M12C22A41
· NARROW STILE RAILS
· 1/4" GLASS TOPS AND BLOCKS
· NURSE ASSIST MAGNETIC CATCHES
· POSITIVE LATCHING
· CONCEALED SWEEP
· SMOKE RATED SEALS

OPTIONS AVAILABLE:
· SPECIAL FINISHES
· PACKAGE WILL ACCEPT UP TO 1 1/4" [31.8]
· INSULATED GLASS, SEE SHEET AA-13 FOR DETAILS
· 7" & 10" BOTTOM RAILS, SEE SHEET AA-14 FOR DETAILS
· MUNTINS, SEE SHEET AA-14 FOR DETAILS
· SELF-CLOSING, SEE SHEET AA-2 FOR DETAILS
· SEE SHEET OS-1 FOR ALL OTHER OPTIONS.

CONSULT FACTORY FOR ALL CUSTOM CONFIGURATION SIZES.

DOORS WILL BREAK OUT IN ANY POSITION

SECTION A-A

SCALE - 1:5

REFER TO RELEVANT [LOCAL, STATE, NATIONAL, OR AHJ] BUILDING CODE FOR MIN DOOR HEIGHT & MIN/MAX WIDTH ALLOWABLE FOR EGRESS REQUIREMENT IN CONJUNCTION WITH TABLE.