**Notes:**

- **Seals:** Factory applied seals used on this system to slow or restrict passage of smoke complies to one or more of the following requirements: UL1784, ANSI/NFPA105 2007, UBC7-2, Part 11, B5476, UL108, UL101C, UBC7-2 Part 1 & B5476.

**Options Available:**
- Special finishes
- Package will accept up to 1 1/4" [31.8] insulated glass, see sheet AA-13 for details
- 7" & 10" bottom rails, see sheet AA-14 for details
- Muntins, see sheet AA-14 for details
- See sheet OS-2 for all other options.

**Electrical Service:**
- 120 Vac. 50/60 Hz.
- 15/20A. By Elec. Contr. to junction box, see cut sheet AA-26. Overhead support required.

**Overview:**
- Overhead concealed full breakout trackless single slide UL 1784 smoke certified narrow style telescopic equal panel sliding door system.

**Dimensions for 1/4" [6.4] Glass:**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Overall Frame Width (A)</th>
<th>Clear Door Opening (B)</th>
<th>Breakout Opening (C)</th>
<th>Active &amp; Sidelite Leaf Width (D)</th>
<th>Rough Opening Width (E)</th>
</tr>
</thead>
<tbody>
<tr>
<td>VMT3FBO-8</td>
<td>96&quot; (2438.4)</td>
<td>53 3/4&quot; (1365.3)</td>
<td>81 1/2&quot; (2070.1)</td>
<td>32 1/2&quot; (825.5)</td>
<td>96 1/2&quot; (2451.1)</td>
</tr>
<tr>
<td>VMT3FBO-10</td>
<td>120&quot; (3048.0)</td>
<td>69 3/4&quot; (1771.7)</td>
<td>105 1/2&quot; (2679.7)</td>
<td>40 1/2&quot; (1028.7)</td>
<td>120 1/2&quot; (3060.7)</td>
</tr>
<tr>
<td>VMT3FBO-12</td>
<td>144&quot; (3657.6)</td>
<td>85 3/4&quot; (2178.1)</td>
<td>129 1/2&quot; (3289.3)</td>
<td>48 1/2&quot; (1231.9)</td>
<td>144 1/2&quot; (3670.3)</td>
</tr>
</tbody>
</table>

**Key:**
- (2*A/3)-10 1/4" (2*A/3)-[260.4]
- (A/3)+1/2" (A/3)+[12.7]

**Consult Factory for all custom configuration sizes or sizes over 12".**