OVERHEAD CONCEALED FULL BREAKOUT TRACKLESS SINGLE SLIDE UL 1784 SMOKE CERTIFIED NARROW STILE TELESOPIC EQUAL PANEL SLIDING DOOR SYSTEM

U.S. PATENT 8,096,342 B2

OVERHEAD SUPPORT REQUIRED
CUT SHEET AA-26
OPTIONAL MUNTINS
JAMB WAVE PLATE

DIMENTIONS FOR 1/4" [6.4] GLASS

DIMENSIONS FOR 1/4" [6.4] GLASS

OVERHEAD LATCH STAY SWEEP

CONCEALED SMOKE SEAL SWEEP

3 POSITION SWITCH

OVERHEAD PRESENCE SENSORS
NURSE ASSIST MAGNETIC CATCHES
3 POSITION SWITCH (OPEN, AUTO, CLOSED)
CONCEALED SWEEPS
SMOKE RATED SEALS
FLUSH BOLT-FREE DESIGN

OPTIONS AVAILABLE:
SPECIAL FINISHES
PACKAGE WILL ACCEPT UP TO 1 1/4" [31.8] INSULATED GLASS, SEE SHEET AA-13 FOR DETAILS
7" & 10" BOTTOM RAILS, SEE SHEET AA-14 FOR DETAILS
MUNTINS, SEE SHEET AA-14 FOR DETAILS
SEE SHEET OS-2 FOR ALL OTHER OPTIONS.

NOTES:
STANDARD PACKAGE CONSISTS OF:
STANDARD FINISH:
CLASS 1 .018MM, CLEAR- AA-M12C22A41
NARROW STILE RAILS
1/4" GLASS STOPS AND BLOCKS
POSITIVE LATCHING
OVERHEAD PRESENCE SENSORS
JAMB WAVE PLATES, SEE SHEET AA-18 FOR DETAILS
3 POSITION SWITCH (OPEN, AUTO, CLOSED)
CONCEALED SWEEPS
SMOKE RATED SEALS
FLUSH BOLT-FREE DESIGN

*SMOKE SEALS: FACTORY APPLIED SEALS USED ON THIS SYSTEM TO SLOW OR RESTRICT PASSAGE OF SMOKE COMPLIES TO ONE OR MORE OF THE FOLLOWING REQUIREMENTS:
UL1784, ANSI/NFPA105 2007, UBC7-2, PART11, B5476, UL10B, UL10C, UBC7-2 PART 1 & B5476.

*DOORS WILL ONLY BREAK OUT WHEN IN THE FULLY OPEN POSITION.

OVERHEAD CONCEALED FULL BREAKOUT TRACKLESS SINGLE SLIDE UL 1784 SMOKE CERTIFIED NARROW STILE TELESOPIC EQUAL PANEL SLIDING DOOR SYSTEM

U.S. PATENT 8,096,342 B2

OVERHEAD SUPPORT REQUIRED
CUT SHEET AA-26
OPTIONAL MUNTINS
JAMB WAVE PLATE

DIMENTIONS FOR 1/4" [6.4] GLASS

DIMENSIONS FOR 1/4" [6.4] GLASS

OVERHEAD LATCH STAY SWEEP

CONCEALED SMOKE SEAL SWEEP

3 POSITION SWITCH

OVERHEAD PRESENCE SENSORS
NURSE ASSIST MAGNETIC CATCHES
3 POSITION SWITCH (OPEN, AUTO, CLOSED)
CONCEALED SWEEPS
SMOKE RATED SEALS
FLUSH BOLT-FREE DESIGN

OPTIONS AVAILABLE:
SPECIAL FINISHES
PACKAGE WILL ACCEPT UP TO 1 1/4" [31.8] INSULATED GLASS, SEE SHEET AA-13 FOR DETAILS
7" & 10" BOTTOM RAILS, SEE SHEET AA-14 FOR DETAILS
MUNTINS, SEE SHEET AA-14 FOR DETAILS
SEE SHEET OS-2 FOR ALL OTHER OPTIONS.

NOTES:
STANDARD PACKAGE CONSISTS OF:
STANDARD FINISH:
CLASS 1 .018MM, CLEAR- AA-M12C22A41
NARROW STILE RAILS
1/4" GLASS STOPS AND BLOCKS
POSITIVE LATCHING
OVERHEAD PRESENCE SENSORS
JAMB WAVE PLATES, SEE SHEET AA-18 FOR DETAILS
3 POSITION SWITCH (OPEN, AUTO, CLOSED)
CONCEALED SWEEPS
SMOKE RATED SEALS
FLUSH BOLT-FREE DESIGN

*SMOKE SEALS: FACTORY APPLIED SEALS USED ON THIS SYSTEM TO SLOW OR RESTRICT PASSAGE OF SMOKE COMPLIES TO ONE OR MORE OF THE FOLLOWING REQUIREMENTS:
UL1784, ANSI/NFPA105 2007, UBC7-2, PART11, B5476, UL10B, UL10C, UBC7-2 PART 1 & B5476.

*DOORS WILL ONLY BREAK OUT WHEN IN THE FULLY OPEN POSITION.

OVERHEAD CONCEALED FULL BREAKOUT TRACKLESS SINGLE SLIDE UL 1784 SMOKE CERTIFIED NARROW STILE TELESOPIC EQUAL PANEL SLIDING DOOR SYSTEM

U.S. PATENT 8,096,342 B2

OVERHEAD SUPPORT REQUIRED
CUT SHEET AA-26
OPTIONAL MUNTINS
JAMB WAVE PLATE

DIMENTIONS FOR 1/4" [6.4] GLASS

DIMENSIONS FOR 1/4" [6.4] GLASS

OVERHEAD LATCH STAY SWEEP

CONCEALED SMOKE SEAL SWEEP

3 POSITION SWITCH

OVERHEAD PRESENCE SENSORS
NURSE ASSIST MAGNETIC CATCHES
3 POSITION SWITCH (OPEN, AUTO, CLOSED)
CONCEALED SWEEPS
SMOKE RATED SEALS
FLUSH BOLT-FREE DESIGN

OPTIONS AVAILABLE:
SPECIAL FINISHES
PACKAGE WILL ACCEPT UP TO 1 1/4" [31.8] INSULATED GLASS, SEE SHEET AA-13 FOR DETAILS
7" & 10" BOTTOM RAILS, SEE SHEET AA-14 FOR DETAILS
MUNTINS, SEE SHEET AA-14 FOR DETAILS
SEE SHEET OS-2 FOR ALL OTHER OPTIONS.

NOTES:
STANDARD PACKAGE CONSISTS OF:
STANDARD FINISH:
CLASS 1 .018MM, CLEAR- AA-M12C22A41
NARROW STILE RAILS
1/4" GLASS STOPS AND BLOCKS
POSITIVE LATCHING
OVERHEAD PRESENCE SENSORS
JAMB WAVE PLATES, SEE SHEET AA-18 FOR DETAILS
3 POSITION SWITCH (OPEN, AUTO, CLOSED)
CONCEALED SWEEPS
SMOKE RATED SEALS
FLUSH BOLT-FREE DESIGN

*SMOKE SEALS: FACTORY APPLIED SEALS USED ON THIS SYSTEM TO SLOW OR RESTRICT PASSAGE OF SMOKE COMPLIES TO ONE OR MORE OF THE FOLLOWING REQUIREMENTS:
UL1784, ANSI/NFPA105 2007, UBC7-2, PART11, B5476, UL10B, UL10C, UBC7-2 PART 1 & B5476.

*DOORS WILL ONLY BREAK OUT WHEN IN THE FULLY OPEN POSITION.